VISIOCANEND

Control of the closure and inspection of the quality of the container.
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Automatic adjustment in seconds at startup.

Highly resistant
Minimum and maximum level discrimination.

Allows waves and foam.

Measurement of% of the level of containers
within specified ranges.

Oromes [a [ B Beemt G [ o @ [Tam [

M ORIENTING | INSPECTING REJECTING

ANY KIND OF EMPTY OR FULL BOTTLES AND CONTAINERS



Control of the closure and inspection of the quality of the container.

VELOCITY
4.,800.000 CANS/MIN
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DESCRIPTION
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= Image capture of 100% of the can perimeter.

- The visual appearance of the seal, screen printing
and other aspects of each can produced is analyzed.

FEATURES

Inspection enclosure
protection.

in stainless steel, P67

+  Automatic height adjustment.
Up to 7 high-resolution cameras.
LED lighting system.

- Remate technical assistance and online analysis
from E2M.

Intel latest generation processor.
- Windows 10 based computer system and interface.
+ Production statistics module.

Verification of rejection.

Inspection up to 600 units / min.

« 17" TFT touch screen for communication with the
operator.

Keyboard with mouse.
- USB, Ethernet.

Quality control system for preserved food cans with up
to 7 high-resolution cameras for the inspection of all
types of cans and all kinds of formats without exception:
Hansa, Dingley, Club, Oval, Round, Meat...

Marketed in India by:

Head Office :

" JISL

E-16, Everest, Tardeo Road,
Mumbai - 400 034.

Tel. : +91-22-2352 6207 / 8,
Fax. : +91-22-2352 6210

sales@jayinst.com
www.jayinst.com

TYPICAL INSPECTIONS

Pull tab (Position, Optional top view camera for code
defects, presence) inspection, pull tabs...
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JAY INSTRUMENTS AND SYSTEMS PRIVATE LIMITED

Navi Mumbai Office :

C-64, TTC - Industrial Area, Turbhe,
Navi Mumbai - 400 703.
Tel. : +91-22-2767 2955 / 0092

Branches : Ahmedabad, Baroda, Bengaluru, Chennai, Delhi, Hubballi, Hyderabad, Tiruppur.



