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(Two Printheads)

Lowest cost of ownership
Dual print speed up to 35 sg.m/hr.

Variable dot piezo printhead from Epson
Available in Dual head / Four head (Optional)
Inbuilt Infrared heater with fan drying system
Automatic feeding & collecting structure

I

4/8 colour printing suitable for sublimation inks

Printing length 1s 1.8 m with Pre & mid heater
Wasatch RIP Software
Open Ink supply system

ngh {lality Sublimation Transfer Printing System
E-180W / AW-180

(Four Printheads)

Dual DX-5 Printheads
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Specifications: E-180W & AW-180

Professional Textile RIP & Print Software

1. Industrial textile RIP with step & repeat

3. Colour chart customization, easy creation
of profiles | |

4. Cost control utility

5.  Smooth management of workflow

(Dr wirth) software

2. Spot colour and special colour management

6. Choice of NeoStampa (InEdit) or RIP Master

We support following RIP Software

¢ NeoStampa (textile version)
e RIP Master
e Photo print

Model E-180W (2 Printhead) AW-180 (4 Printhead)
Type Drop-on demand micro piezo inkjet technology, 8 colour printhead
Printer Head Nozzle Configuration 180 nozzles x 8 lines per 1 head, 2 or 4 printheads
leight Adjustment 5 mm
Type Reactive/ Acid / Pigment / Disperse / Sublimation
Ink Colour 4 Colours or 8 Colours
Feeding Method Bulk Ink System
Width 1-1.8 m
Media Thickness 0.1 - 5.0 mm (Roll Media) 0.1 - 1.5 mm (Roll Media)
Type Sublimation paper, Wallpaper

Max. Roll Media Weight & Diameter

30 kg, 250 mm diameter

Take-up Roll / Media Feeder System

Two step pressure adjusting Grid Roller

Max. Print Width 1.8 m
E-180W (2 Printhead) AW-180 (4 Printhead)
Printing Quality Dpi Pass Speed (Sg.m / hr) Speed (Sg.m / hr)
Printing Mode Good 360 x 720 4 22 35
Excellent 360 x 1080 6 15 25
Best 360 x 720 8 11 20

Ink cassette capacity

1000 cc/ colour

Heating System

Dry-Heater (50-80°C)

Power Supply AC100-120V/AC220 - 240V Auto changeable, 50/ 60 £1 Hz
Power Consumption 3.3 kW
Noise 50 dB or less

Operation Environment

Dimension (L* W* H*)

Temperature: 15 - 35°C, Humidity: 40 - 65% (no condensation)
31T mx0.7mx1.38m

Weight

198 kg

Marketed in India by :

Y JISL

www.jayinst.com
E-mail : sales@jayinst.com
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Head Office : Navi Mu mbai Office :

F-16, Everest, Tardeo Road, C-64, T
Mumbal - 400 034.

Tel. : 91-22-2352 6207 / 08
Fax. : 91-22-2352 6210 Fax. : 91-22-2/67 0161
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Jay Instruments & Systems Puf. Ltd.

Turbhe, Navi Mumbai - 400 703.
Tel. : 91-22-2767 2955 / 0092

Branches : Anmedabad, Bengaluru, Chennai, Delhi, Hubballi, Hyderabad, Tirupur.




